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Seismic Specification Flowchart for Nonstructural Components:  A “Visual Summary” of the Seismic Specification Guides for Mechanical and Electrical Components)12 

 

 

 

 

 

       

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

                                                           
1 Since this flowchart is just a “one-page snapshot” of the content of the Guides, it lacks quite a bit of important content included therein (e.g., the many criteria that must be met in order for a component to be seismically exempt, etc.). 
2 22 0548.23 for “mechanical” and 26 0548.16 for “electrical” and fire alarm. 

Construction Specification Section from a 

“Nonstructural” Division (e.g., 22, 23, 26, 28, 40, etc.) 

If it’s within the scope of IBC, is the component seismically exempt? 

Refer to Guide Question 1 (Q1) 

YES 

Section must either include or 

reference (via another spec  

sect., or the drawings) both of the 

following: 

1) Positive attachment of the 

    component to the building  

                  & 

2) Flexible connection(s) between  

    the component & whatever’s  

    running to/from it. 

NO 

Who’s responsible for compliance w/ ASCE 7 Chapter 13?  Ref. Guide Q2 

EOR 

Done 

Construction Sub Manufacturer Certification  
What’s the component’s seismic performance requirement(s)?  Ref. Guide Q3 

Remain intact/position retention (PR) DSS (i.e., PR + functional/operable)  
Sect. must reference 

01 8734. 

 

Section must 1) Reference  

2x 0548.yz3 for its product & 

installation requirements 

                   &  

2) Require shop drawings 

associated with component’s 

weight, dimensions & 

mounting/anchorage 

provisions. 

 

Sect. must 1) Reference  

2x 0548.yz2 for its delegated  

seismic design, seismic-

design criteria, product, & 

installation requirements 

     & 

2) Require shop drawings  

associated with …see this 

item  

under “EOR.” 
 

 

Sect.  must 1) Indicate PR by 

selecting the applicable PART 2 

paragraph 

  & 

2) Edit “PR para.” to indicate 

where the specifics on the 

seismic hazard are located (e.g., 

01 8734, 2x 0548.yz3, or Project 

Drawings). 

Sect.  must 1) Indicate DSS by selecting 

the applicable PART 2 paragraph 

  & 

2) Edit “DSS para.” to indicate why the 

component is a DSS, & where the 

specifics on the seismic hazard are 

located (e.g., 01 8734, 2x 0548.yz3, or 

Project drawings) 

& 

3) Indicate component is a DSS on 

Project Drawings. 

Go to Q3 

Done 

Done 


